


LUMA- BLASTER 40W LED Flood Light

BLASTER LIGHTS

 CHARACTERISTICS
NEMA Type................................................................. 5 H x 5 V

Maximum Candela.............................................................2000

Maximum Candela Angle................................................. 0H 0V

Horizontal Beam Angle (50%)..............................................30.9

Vertical Beam Angle (50%)..................................................30.7

Horizontal Field Angle (10%)................................................85.3

Vertical Field Angle (10%)....................................................84.3

Lumens Per Lamp N.A................................................(absolute)

Total Lamp Lumens N.A..............................................(absolute)

Beam Lumens......................................................................303

Beam Efficiency...................................................................N.A.

Field Lumens......................................................................1023

Field Efficiency....................................................................N.A.

Spill Lumens........................................................................139

Luminaire Lumens..............................................................1162

Total Efficiency....................................................................N.A.

Total Luminaire Watts..........................................................34.7

Ballast Factor......................................................................1.00

 AXIAL CANDELA
DEG. 	 HOR. 	 DEG. 	 VERT.
	 90..................... 7	 90.....................7

	 85..................... 7	 85.....................7

	 75..................... 9	 75....................10	

	 65.................... 13	 65....................13	

	 55.................... 38	 55....................29	

	 47.5................. 89	 47.5.................96

	 42.5................ 204	 42.5................192

	 37.5................ 340	 37.5................306

	 33................... 416	 33...................405

	 29................... 497	 29...................503

	 25.5................ 607	 25.5................621

	 22.5................ 724	 22.5................719

	 19.5................ 836	 19.5................828

	 17................... 931	 17...................926

	 15.................. 1020	 15..................1017

	 13.................. 1136	 13..................1126

	 11.................. 1277	 11..................1273

	 9.................... 1441	 9....................1436

	 7.................... 1614	 7....................1616

	 5.................... 1777	 5....................1780

	 3.................... 1897	 3....................1912

	 1.................... 1977	 1....................1987

	 0.................... 2000	 0....................2000

	 -1................... 1977	 -1...................1987

	 -3................... 1897	 -3...................1912

	 -5................... 1777	 -5...................1780

	 -7................... 1614	 -7...................1616

	 -9................... 1441	 -9...................1436

	 -11................. 1277	 -11.................1273

	 -13................. 1136	 -13.................1126

	 -15................. 1020	 -15.................1017

	 -17.................. 931	 -17..................926

	 -19.5............... 836	 -19.5...............828

	 -22.5............... 724	 -22.5...............719

	 -25.5............... 607	 -25.5...............621

	 -29.................. 497	 -29..................503

	 -33.................. 416	 -33..................405

	 -37.5............... 340	 -37.5...............306

	 -42.5............... 204	 -42.5...............192

	 -47.5................ 89	 -47.5................96

	 -55................... 38	 -55...................29

	 -65................... 13	 -65...................13

	 -75.................... 9	 -75...................10

	 -85.................... 7	 -85....................7

	 -90.................... 7	 -90....................7

 AXIAL CANDELA DISPLAY

 ISOCANDELA CURVES

Maximum Candela = 551.63 
Located At  
Horizontal Angle =-5,  
Vertical Angle =-1

H - Horizontal Axial Candela
V - Vertical Axial Candela

Maximum Candela = 551.63 Located At  
Horizontal Angle =-5, Vertical Angle =-1

50% Maximum Candela = 275.815
10% Maximum Candela = 55.163


